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>>Audio 
Main PA 

4x Nexo PS 15R2  

4x Nexo LS 18 Subwoofer 

1x Nexo System AMP 4x4 

Center Fill 

2x Nexo PS8 R2 

Delay Line 

2x Nexo PS8 R2

FOH 

mixer: Midas M32  

stagebox: Midas DL32, 32 inputs / 16 outputs 

Monitoring 

4x Martin Audio LE 100  

1x MC 2-4 channel power amp 

Microphones 

usual range of different mics and DI’s, detailed list on request 
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>>Light 
Stage light 

4x Fresnel Arri 650 W 

8x Cameo TS 60 RGBW  

8x Cameo Flat Par Pro7 

4x Cameo Auro Spot Z300 

2x Cameo Thunder Wash CLTW  

2x American DJ Mega TRIPAR Profile Plus 

1x Smoke Factory Tour Hazer 2 

1x Look Viper 

Room lights 

12x RGB Pixel Bars (resolume arena controlled) 

4x Cameo Flat Par Pro7 

6x Cameo Nano Spot 300 

12x Cameo Nano Beam 300 

8x American DJ Mega TRIPAR Profile Plus 

 

Lighting console 

Grand MA 2 on PC Command wing 
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>>General 
Stage 

8,00 x 3.00m; 0,45m above floor; clearance: 2,55m; oakwood plastered surface 
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